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Marni String Pendant
By Alora

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2360 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62.11

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/38W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 4.37"W x 58.13"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Natural Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear Ribbed

Specifications

Description

The Marni String Pendant adds a gorgeous luxe
to your interior space. The curved frame and
meticulously cut spherical lit acrylic gems, create
glittering light across your room. May be hung
horizontally or vertically, with a surface or remote
transformer.Note: Dimmable with a Standard
Triac, Lo Voltage Electronic, or 0-10V dimmer, sold
separately.

Shown in natural brass / clear ribbed

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1235414
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