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OPR Pendant
By Elite LED Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 64.52

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . Adjustable Suspension Cable: 120"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/31W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19"W x 4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The OPR Pendant offers direct ambient
illumination. Features rigid aluminum design
with a high quality, high transmission glare free
lens. Includes 10 feet of suspension cable.
Powered by high-quality constant-current power
LED driver rated for 50 to 60Hz at 120-277V input.
Dimmable with a 0-10V dimmer, sold separately.

Shown in matte white
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