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JCD G9 Base 3W 120V 2700K 80CRI 4-PACK
By Bulbrite

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85.71

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 320°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . JCD/G9/3.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1"W x 2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The T4 JCD G9 Base LED bulb with its full glass
envelope creates a more traditional aesthetic
when used in open or clear glass fixtures.
Commonly used in specialty lighting applications.
3.5 watt equivalent to a 20 watt incandescent. 4.5
watt equivalent to a 40 watt incandescent.
Compatible with some dimmers (see attached
manufacturer dimmer compatibility reference).
Note: Sold as a 4-pack.

Shown in clear
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