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Stacking Horizontal Pendant
By Leucos

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2507 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 87.20

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . Adjustable Cable Length: 118 1/8"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . 1 x LED/28.75W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 49.5"L x 4"W x 4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28.8W

BODY FINISH . . . . . . . . . . . . . . . . Matte White / Anodized Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Transparent

Specifications

Description

The Stacking Horizontal Pendant merges cutting
edge technology and traditional glassmaking
techniques. The cylinder diffuser is made out of
blown borosilicate glass with machined anodized
aluminum end caps. Includes driver and Matte
White canopy. Includes cover plate for US
junction box. Phase cut and 0-10V dimming.

Shown in matte white / anodized aluminum / transparent

CLICK TO VIEW PRODUCT

Notes:
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