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Novo Pendant
By Blackjack Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 387 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 77.40

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/5W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.6"W x 3.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Novo Pendant pairs an aluminum cylinder
housing, available in a short or tall size, with an
acrylic diffuser or ring at the tip. Its slim, minimal
silhouette enhances your space, introducing a
touch of contemporary allure. Hang it individually
in small spaces or in multiples over a kitchen
island, bar, or dining area. TRIAC, ELV, or 0-10V
dimmable. Note: The Tall size with Luminous Ring
is not available in White.

Shown in matte black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1268042
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