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Continuum Track Gimbal Light Optic
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 450 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/6W/24V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 2.25"H x 1"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Continuum Track Gimbal Light Optic features
a sleek linear set of cells, with the ability to tilt
back and forth along the length. This low voltage
light can be quickly snapped into place along
field adjustable track lengths, directing light
exactly where desired. This adaptable track
system makes it simple to design the lighting in
your space according to your vision and is only
limited to your imagination.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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