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Manta Linear Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 52.27

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/44W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 47"L x 9.75"W x 8.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gold

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Manta Linear Pendant features an elegant
curving silhouette. Crafted from etched acrylic, a
singular transparent panel gently folds at its
center in an undulating shape. This allows the
LED light to be captured in a mesmerizing effect
that accentuates the organic form. The LED is
concealed within a metal plated housing that
adds interest to the overall design.

Shown in gold / frosted
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