
lightology.com
866-954-4489

07-05-25

Project:

Company:

Location: Fixture Type:

SPEC #: ET21268312

Approved On: Approved By:

Continuum Track 96W 24V On Track Plug-In Driver
By Et2

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . . . LED/24V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 11.5"L x 1"W x 2.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Continuum Track 96W On-Track Driver with
Plug is for use with the Et2 Continuum track. The
transformer mounts to the track and can be
installed three different ways. Version 1 uses the
included plug. Version 2 uses a hardwire
knockout on the side. Version 3 is wired through
the knockout with the cover plate. Note: Input
120-277V. Dimmable with ELV or 0-10V Dimmer.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1268312
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