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Superordinate Antler Pendant
By Roll & Hill

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1800 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,200.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15000 hours

Technical Information

BULB INCLUDED . . . . . . . . . . . . 8 x B10/Candelabra (E12)/1.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21"W x 30"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Originally designed in 2003, the Superordinate
Antler Pendant reflects a return to natural forms
in contemporary design. The pendant is
composed of a cluster of ceramic antlers tipped
with bulbs to create an elegant display of light.
Whether placed in a rustic cabin or a
contemporary interior, the Superordinate Antler
Pendant is sure to attract attention with its
graceful, organic form.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1276971
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