
lightology.com
866-954-4489

02-19-26

Project:

Company:

Location: Fixture Type:

SPEC #: RNH1277207

Approved On: Approved By:

Halo Oval Pendant
By Roll & Hill

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14.13

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/92W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 47"W x 12"H x 28"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 92W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Halo Oval Pendant makes use of energy-
efficient LED technology to create a dramatic
display of light. The pendant features an
illuminated acrylic ring supported by a sleek steel
frame. The frame's open, cage-like structure
creates a light, airy expression that will not
obstruct the view of the surrounding room.

Shown in brushed brass

CLICK TO VIEW PRODUCT

Notes:
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