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Perle Wall Sconce
By Visual Comfort Modern

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 412 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44.78

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . 1 x LED/9.2W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 3.1"W x 27.6"H x 3"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Polished Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Soft White

Specifications

Description

The Perle Wall Sconce exudes luxury and
sophistication. Soft white glass globes hand-
blown in Italy are linked together and brilliantly
illuminated by integrated LEDs, creating a
beautiful column of light. It can hang freely with
the included finial attached to the end, or the end
can be anchored to the wall using the included
standoff. This eye-catching piece makes a
stunning statement in any residential or
commercial space. A universal 120-277V driver is
included, dimmable with a TRIAC, ELV, or 0-10V
dimmer. Note: This sconce can mount to a
standard junction box using the included goof
plate, or a 2 x 4 inch junction box with or without
the goof plate.

Shown in polished nickel / soft white
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