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Numi Linear Pendant
By Boyd Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 5250 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Canopy: 5" square

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/70W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 72.25"L x 5.5"W x 1.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . Butternut Walnut

Specifications

Description

The Numi Linear Pendant offers a refined,
modern aesthetic with an elongated wooden
body and smooth metal inlay. The integrated LED
light source directs light both upwards and
downwards to provide direct illumination as well
as ambient indirect light.Note: Driver must be
mounted remotely. ELV/0-10V/MLV dimmable.
Can be used with one or two circuits for
independent control of up and down lighting.
NOTE: The overall height from the ceiling to the
bottom of the pendant is specified to order: 12
inch minimum to 72 inch maximum. Please enter
the desired overall height in the Additional
Instructions / Notes section during checkout.

Shown in satin brass / butternut walnut
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Notes:
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