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Ovalo Double Pendant
By Boyd Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1900 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/25W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 6.87"W x 24"H x 6.87"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Ovalo Double Pendant features an
intersecting pair of oblong frames for an open,
airy expression. The pendant is formed from bent
square tubes and is illuminated from within by an
integrated LED beneath a satin white diffuser.
The maximum overall hanging height including
downrod is specified to order: 30 to 54 inches (24
inch pendant) and 42 to 66 inches (36 inch
pendant).

Shown in satin brass

CLICK TO VIEW PRODUCT

Notes:
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