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Stellar Dust Pendant
By Bomma

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 100 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 83.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cord Length: 98.4"

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . . 1 x LED/G4 (bipin)/1.2W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 4.33"W x 5.51"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Anthracite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Stellar Dust Pendant features a jewel-like
crystal glass diffuser mouthblown by expert
glassblowers and then refined with precise cuts
using machines developed in-house at Bomma.
This production process combines the best
aspects of traditional and modern techniques.

Shown in anthracite / clear

CLICK TO VIEW PRODUCT

Notes:
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