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Amulet Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 480 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 53.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/9W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 8.5"W x 21.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Aged Brass / Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Circular bands, like ornaments, descend from
thin low voltage cables in the Amulet Pendant.
An evenly diffused LED tube spans the distance
of the circular wavy glass shades creating a
dazzling lighting effect. Dimmable via Triac,
electronic low voltage (ELV) or 0-10V dimming.

Shown in aged brass / black / clear

CLICK TO VIEW PRODUCT

Notes:
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