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Entanglement Linear Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1900 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32.20

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/59W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 47.25"L x 10"W x 6.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Crystal

Specifications

Description

A network of wire and crystal are suspended
within a box frame illuminated from above in the
Entanglement Linear Pendant. The light panel
above highlights the iridescence of the crystal
while providing ample illumination to the space
below. Dimmable via TRIAC, electronic low
voltage (ELV) or 0-10V dimming.

Shown in black / crystal

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1299068
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