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Quasar Linear Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 460 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 209.09

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . 3 x LED/2.2W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 35.5"L x 5.25"W x 5.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Polished Chrome

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

An arrangement of stainless steel and light
guided acrylic form elongated rhombus shape
discreetly lit by LED in the Quasar Linear
Pendant. An additional aircraft cable kit is
provided so that you can mount the pendant
either vertically or horizontally at various angles.
Finished in Polished Chrome, this pendant is out
of this world. Dimmable via TRIAC, electronic low
voltage (ELV) or 0-10V.

Shown in polished chrome

CLICK TO VIEW PRODUCT

Notes:
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