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Taper Pendant
By Modern Forms

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1653 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 58.41

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45000 hours

PRODUCT DIMENSIONS . . . . . . . . Downrods Included: Three 12” and one 6”

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . 1 x LED/28.3W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22"W x 20"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28.3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze / Gold Leaf

Specifications

Description

The industrial charmer that is the Taper Pendant
is elegantly minimalistic. This pendant light is
defined by a sleek dome silhouette Adorned with
luminous gold leaf inside, it masterfully unites
design and purpose as it delivers a focused pool
of downward illumination. Dimmable via Triac or
electronic low voltage (ELV) dimming.

Shown in bronze / bronze / gold leaf
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