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Double Bubble Linear Multi Light Pendant
By Modern Forms

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 3556 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,226.21

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . 14 x LED/2.9W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 40"L x 11.25"W x 5.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aged Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Etched Glass

Specifications

Description

Like a minimalist take on a crystal ball, the
Double Bubble Square Multi Light Pendant's
laser etched orbs are installed in various
arrangements on one canopy to create an artful
statement as well as deliver ample lighting to
spaces throughout a home or business.
Dimmable via Triac, electronic low voltage (ELV)
or 0-10V dimming. Note: 14 and 23 fixtures require
junction box for weighing over 50 pounds.

Shown in aged brass / etched glass

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1312854

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


