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Cabot Linear Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 901 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.53

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/40W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 48.12"L x 9.5"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Cabot Linear Pendant is composed of six
illuminated rings linked together with hinges for
a unique, foldable design. The length of the
pendant can be easily be extended or contracted
by unfolding or folding the rings. The interior of
each ring is lined with an LED strip to provide
softly diffused ambient lighting. Dimmable with
ELV (100-10%) or TRIAC (100-5%) dimmers.

Shown in black
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Notes:
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