
lightology.com
866-954-4489

06-18-25

Project:

Company:

Location: Fixture Type:

SPEC #: WAC1314181

Approved On: Approved By:

Colorscaping RGBTW Smart Balance Path Light 15V
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 310 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44.29

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . RGB+White

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 7.94"W x 24.875"H x 3.94"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . Black on Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

Celebrate artful illumination and transform your outdoor
space with the Colorscaping Balance Path Light. Pure
tunable white light from warm 2700K to cool 6500K and
millions of RGB colors in subtle to bold, vivid hues are at
your fingertips for creating just the right look and mood for
your outdoor setting. The possibilities are endless, letting
you design a personalized scene for everyday lighting or set
the stage for entertaining or a holiday display. The Balance
light blends seamlessly into pathways with its sleek, slim
form, while providing soft, even pools of light. This smart
light can be controlled through the MyWAC app via WiFi or
wired ethernet. App functions include adjusting dimming
and color, and creating scenes, groups, and schedules. The
light can also be controlled using DMX 512. With its
corrosion-resistant aluminum alloy construction, this light
is engineered to withstand challenging outdoor conditions
including marine and coastal environments. A 9 inch
mounting stake, 6 ft lead wire and direct burial gel filled
wire nuts are included. Note: A WAC Colorscaping smart
transformer is required, sold separately.

Shown in black on aluminum / frosted
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