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T537QJLED 12V Electronic Transformer w/ Quick Jack Adapter
By Juno Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . LED/50W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 6.88"W x 1.75"H x 1.25"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

T537QJLED G2 12 Volt LED Compatible Quick Jack
Electronic Transformer is designed to accept
Quick Jack fixtures and pendants. High impact
polycarbonate housing available in White, Black
or Silver finish. Ideally suited for use with low
voltage LED fixtures. ETL listed. The low profile 12
volt, 60 watt electronic transformer features an
on/off switch and two position power contact
provided for two-circuit application. Compatible
with 12 volt LED or halogen Quick Jack fixtures
consuming up to 60 watts. Designed for use with
Juno Lighting Trac-Lites, Trac-Master 1-circuit and
Trac-Master 2-circuit 120 volt line voltage track
systems.

Shown in white
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