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T37D Trac Master T-Bar Clip 9/16 with Spacer
By Juno Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

T37D Trac-Master 9/16 inch T-Bar Attachment Clip
is used to attach Trac-Master trac to inverted tee
ceilings using flush tiles. Accommodates a
comprehensive range of T-bar styles and
dimensions. Use two for 2 or 4 foot track and
three for 6, 8 or 12 foot track. For use with Juno
Lighting Trac-Master 1-circuit and 2-circuit 120
volt line voltage trac systems.

Shown in aluminum

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=132178
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