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CM1 Outdoor Monopoint Fixed Ceiling Light
By Lucifer Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 825 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/11W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.6"W x 6.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11W

BODY FINISH . . . . . . . . . . . . . . . . . . Black Powdercoat / Black Baffle

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The CM1 Fixed Monopoint Ceiling Light for wet
locations offers excellent performance in a sleek,
streamlined package. No tilt. Mounts to standard
4 inch junction box in remodel applications with
surface canopy, or in new construction with 2.5
inch canopy and universal junction box mounting
plate which attaches to standard junction box
before ceiling substrate is installed. Integral driver
dimmable with ELV / Triac dimmer. Includes soft
focus lens.Note: Warm Dim color temperature
available in 40 degree beam angle option only. Shown in black powdercoat / black baffle

CLICK TO VIEW PRODUCT
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