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Phase Wall Sconce
By Resident Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 168 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 56.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . New Zealand

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 3.9"W x 3.9"H x 3.9"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dark Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Phase Wall Sconce draws inspiration from
the phases of the moon to create an intriguing
contrast between shadow and luminosity. The
sconce's metal body is complemented by a
curving acrylic diffuser with a subtle linen texture
to produce softly diffused, warm illumination.
Includes LED driver for remote installation.

Shown in dark bronze

CLICK TO VIEW PRODUCT

Notes:
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