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Tala Rotary Trailing Edge Dimmer
By Tala

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 2.75"W x 4.5"H x 2.5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Graphite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Tala Rotary Trailing Edge Dimmer was
developed to produce the best possible
performance for Tala's collection of LED bulbs
and light engines. The dimmer offers smooth
dimming from 0-100% with easy installation and
use. The screwless stainless steel faceplate is
paired with a knurled knob in solid brass or
anodized aluminum (Graphite finish) for a luxe
but minimalist aesthetic. Compatible with
2-200W load for LED or 10-300W load for
incandescent. Shown in graphite

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1342506
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