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Delphi Color Select Linear Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1500 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55.56

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/27W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 47.25"L x 2.5"W x 3.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chalk White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Long spans of fluted concrete panels blend
Western classicism with modern technology in
the Delphi Color Select Linear Pendant. Scalloped
concrete is finished in a Chalky White finish and
suitable for damp locations. Backlit wall panels
provide ambient lighting and bring tranquility to
spaces. Dimmable via Triac or electronic low
voltage (ELV) dimming at 120V. Color Select
Temperatures: 2700K, 3000K, 3500K, 4000K,
5000K.

Shown in chalk white

CLICK TO VIEW PRODUCT

Notes:
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