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Luppiter Pendant
By Masiero

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1779 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 142.32

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/1.1W/120V LED

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 1 x LED/12.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 13"W x 12.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Pure Gold

Specifications

Description

The Luppiter Pendant features a tapered,
galvanized metal shade supported by an oblong,
painted metal frame. The bottom of the frame
house a half-sphere with an LED directing light
upward, while the top of the frame holds a
cylindrical downlight to provide direct
illumination (1400 lumens down / 140 lumens up).
Luppiter's open frame gives the fixture a light,
airy expression that will dazzle in any interior.

Shown in matte black / brushed pure gold
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