
lightology.com
866-954-4489

01-11-26

Project:

Company:

Location: Fixture Type:

SPEC #: MAX1354184

Approved On: Approved By:

Calibro Outdoor Pendant
By Maxim Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 640 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 91.43

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/7W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 10"L x 2.5"W x 7.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . Architectural Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The classic cylinder design in the Calibro Outdoor
Pendant has been made ultra-thin. The Calibro
Outdoor Pendant's profile extends vertically
casting ample light. Concealed within the frame,
there is a range voltage 120-277V LED driver
making this a great option for light commercial
as well as residential applications. Dimmable via
TRIAC dimming at 120V.

Shown in architectural bronze
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