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12V Rectangle Deck and Patio Light - Overstock
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 75 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26.79

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flood

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/2.8W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 3.38"W x 2.38"H x 1.13"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . Bronze on Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Rectangle Deck and Patio Light is a superb
forward-throw light distribution. Corrosion
resistant aluminum alloy with translucent lens
provides uniform diffused light output. Maintains
constant lumen output against voltage drop.
Integrated 2.8 watt 12 volt 90CRI LED light source.
2700K color temperature. NOTE: Low-voltage
magnetic transformer required, sold separately.

Shown in bronze on aluminum
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Notes:
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