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Kiki Connect Wall Sconce
By Contardi

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 550 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 110.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 5.9"W x 5.9"H x 4.1"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Anthracite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Opal

Specifications

Description

With its metal frame and round satin opal glass
diffuser, the Kiki Connect Wall Sconce offers a
simple modern aesthetic and even dispersion of
light. Multiple sconces can be linked together
with fabric cable (sold separately), with up to four
cables emerging from each sconce, to create
unique configurations on the wall or ceiling.
Phase cut / TRIAC dimmable.

Shown in anthracite / satin opal

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1396814
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