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Thread Linear Pendant
By Kuzco Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1530 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . Wire: 120"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/30W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 59.13"L x 1.25"W x 17"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Minimalist yet refined, the Thread Linear Pendant
offers unparalleled customization, allowing you to
create the perfect configuration for any scale.
Connect up to three pendants to a single LED
driver. TRIAC/ELV dimming at 120V; 0-10V
dimming only for 277V. NOTE: Surface mount
option includes driver with an oversized 8.75 inch
canopy and driver fits inside canopy. Remote
option includes a driver and a 4.75 inch canopy,
but driver is required to be placed in an
accessible remote location. Shown in black / white

CLICK TO VIEW PRODUCT

Notes:
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