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Node Pendant
By Anony

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 230 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 115.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Adjustable Cable Length: 120"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . Canada

BULB INCLUDED . . . . . . . . . . . . . . . . 1 x LED/G4 (bipin)/2W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.87"W x 1.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

Specifications

Description

With a playful sense of imbalance, the delicate
Node Pedant features simple materials in a
striking design. A frosted glass sphere melds with
a steel cylinder, attached at the source of light.
The angle of the pendant can be adjusted at
install, allowing for personalized shapes.  ELV
dimmable driver and low voltage JC G4 LED
bulbs included. Finish refers to the finish of the
ceiling canopy; color refers to the color of the
cylinder on the pendant.

Shown in brushed nickel / brushed nickel

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1406768
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