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Alumilux Line Color-Select Outdoor Wall Light
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1250 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 192.31

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 2 x LED/6.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 24"H x 2.75"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Alumilux Line Color-Select Outdoor Wall
Light is a linear sconce featuring aluminum
construction and indirect lighting. Note: Color
selectable LED temperatures include 2700, 3000,
3500, 4000, and 5000K. Can be mounted
vertically or horizontally.

Shown in satin aluminum

CLICK TO VIEW PRODUCT

Notes:
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