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Soleil 8-Light Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 5200 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 378.18

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . 8 x LED/13.75W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 35.5"W x 33.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 110W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Polished Chrome

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

Minimal in composition yet dramatic in form, the
Soleil 8-Light Pendant features a striking, ultra
modern silhouette. Sweeping matte white acrylic
tubes encase an omnidirectional LED light
source, and can be arranged to adjust the shape.

Shown in polished chrome / frosted
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Notes:
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