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Global 9-Light Pendant
By Et2

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1580 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 877.78

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . 9 x LED/G4 (bipin)/1.8W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.25"W x 8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Global 9-Light Pendant features an airy
configuration of clear glass globe shades. Thin
metal tubes descend into the center of each
globe, where a small G4 LED lamp provides a
spark of light. Adjust the configuration shape by
changing the height of each pendant.

Shown in black / clear

CLICK TO VIEW PRODUCT

Notes:
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