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Din Rail Power Supply
By PureEdge Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 2.39"W x 3.53"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Din Rail power supplies are an economical ultra
slim 100W DIN rail power supply adapted to be
installed on TS-35/7.5 or TS-35/15 mounting rails.
The body is designed 70mm (4SU) in width,
which allows space saving inside the cabinets.
Adopting the full voltage range of 85VAC-264VAC
(operational 277VAC condition). Power Input:
85-277 volts AC, 50/60Hz. Power Output: Class 2;
24 or 48 volts, 96 watts maximum.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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