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Banded Square Color-Select Multi-Light Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 5577 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 619.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 13 x LED/9W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 21"W x 15"H x 21"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 117W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

The Banded Square Color-Select Multi-Light
Pendant features lustrous metallic bands
encircling an inner white diffuser, creating an
elegant play of shadow and glowing illumination.
Thin, adjustable powered aircraft cables for an
ultra-clean look. Banded includes a color-select
switch which allows user to field select between
2700K, 3000K, 3500K and 4000K color
temperature options. TRIAC and ELV dimming at
120V. 0-10V dimming at 277V.

Shown in black / white
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Notes:
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