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Bastone Color-Select Linear Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1476 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/36W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 36.25"L x 2.63"W x 3.88"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Rectangular forms radiate LED illumination both
upward and downward from the Bastone Linear
Pendant. Adjust the length effortlessly by sliding
the sections apart to fit your table or space. Its
seamless design exudes sharp, modern style.
Bastone includes a color-select switch which
allows user to field select between 2700K, 3000K,
3500K and 4000K color temperature options.
Select a pre-set color temperature and field
adjust. TRIAC and ELV dimming at 120V. 0-10V
dimming at 277V. Shown in black / white
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