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Round 1 Inch Recessed Inground Indicator Light 24V
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/2W/24V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.06"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Round 1 Inch Recessed Indicator Light is
designed for both soft and hard ground
applications. The indicator light is perfect for
indoor and outdoor applications, including wells
and ponds, decks and patios, inground, as well as
shower, spa, sauna applications. Wet location
rated for continuous immersion up to 5 meters
underwater. Can be mounted on ceiling or wall in
all orientations.Each indicator light includes 6' of
low voltage burial cable, direct burial gel-filled
wire nuts. Concrete pour kit accessory available,
sold separately. Note: Power supply is required
and sold separately. TRIAC and ELV dimming at
120V. 0-10V dimming at 277V.
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