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Linear Undercabinet 60W Plug and Play Power Supply
By WAC Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . LED/60W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 4"W x 1.38"H x 2.25"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Linear Undercabinet 120V input / 24V output
Class 2 electronic transformer is designed to be
used as a plug-and play style transformer.
Includes a 60 inch cord with an quick connect live
end. Integral on/off switch.Inherently protected
and power limited, protecting the lighting system
from both normal and abnormal short circuits.
Built-in auto reset, soft start, short and overload
circuit protection features. The soft start delayed
start feature extends lamp life by delaying the
abrupt inrush current to the lamp. Designed for
use with WAC Lighting linear undercabinet
system. TRIAC and ELV dimming.

Shown in black
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