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By WAC Lighting

Description

The Kenric 3.5 Inch Square Trimless Color-Select
Recessed Trim with Driver is a low profile fixture
with deeply regressed LED for superior glare
control with rotatable multi-axis 360 degree
horizontal and 30 degree vertical aiming.
Includes driver and TIR lens. Kenrick features a
color select switch which allows user to field
select between 2700K, 3000K, 3500K, 4000K, and
5000K color temperature options. TRIAC and ELV
dimming at 120V. 0-10V dimming at 277V.
Optional frame-in kit for new construction
applications sold separately

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . . . it N/A
BODY FINISH . . . . . o o White
WATTAGE . . . . o o oo o 14.5W
DIMMER . . . . . . Low Voltage Electronic
DIMENSIONS . . . . . . . . o 3.5"W x 3.75"H
INTEGRATED LEDMODULE . . . . . . . . . . ... 1x LED/14.5W/120-277V LED

Technical Information

APERTURE SHAPE . . . . . . . . . . . o it Square
HOUSING HEIGHT . . . . . . o oo e e e e e e e 4"
HOUSINGTYPE . . . . . . . . . . oo Remodel IC Airtight
CEILINGTYPE . . . . . . . . e Drywall Trimless/Flush
FUNCTION . . . . o o o e Downlight
LAMPLIFE . . . . 50000 hours
BEAMANGLE . . . . . . . . 36°
COLORRENDERING . . . . . . . o oo e e e 90 CRI
LAMP COLOR . . . v v v v vttt e e CCT Select
LUMENS/WATT . . . . o oo s e e e 100.00
LUMINOUS FLUX . . . . . . oo oo e e 1450 lumens
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Shown in white
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Notes:
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