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MicroTrack 48V Bar Accent Track Head
By PureEdge Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 270 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/9W/48V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 6"L x 0.63"W x 0.81"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Crystal

Specifications

Description

The MicroTrack Bar Accent Track Head is
designed for use with PureEdge MicroTrack 48V
Ceiling, Suspension, and Recessed Track.
Available with a Narrow Flood 30 degree beam
angle, a variety of color temperature options, and
hexcell louver accessory option. Matte White or
Black finish options with crystal, gold or black
baffle.

Shown in black / crystal

CLICK TO VIEW PRODUCT

Notes:
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