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Silo 3SD Pendant
By Lambert & Fils Studio

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 338 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26.61

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . Canada

INTEGRATED LED MODULE . . . . . . . . . . . . . 1 x LED/12.7W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 7.6"W x 17"H x 2"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12.7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Glossy Oxblood

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Silo 3SD Pendant offers a theatrical but sleek
look thanks to its array of extruded aluminum
cylinders. Silo's curving shape creates a rhythmic
expression that adds a contrast to the pendant's
rigid aluminum construction. Silo is available with
Downlights only, or with 3 Downlights and a
single Uplight in the central cylinder to create a
dramatic lighting effect. ELV / 0-10V dimmable.

Shown in glossy oxblood
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