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Mile 03 Linear Pendant
By Lambert & Fils Studio

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2329 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.13

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . Canada

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/31W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 45.2"L x 17.1"W x 2.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Mile 03 Linear Pendant offers both direct and
indirect lighting and a refined aesthetic. Mile
features a pair of horizontal beams with a
triangular profile arranged perpendicular to each
other. Both segments of the pendant house an
integrated LED light source with a frosted acrylic
diffuser to direct light both upwards and
downwards. The pendant's essential, minimalist
expression can effortlessly complement a wide
variety of decor styles.

Shown in aluminum

CLICK TO VIEW PRODUCT

Notes:
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