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Ama Multi Light Pendant
By Bomma

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2450 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 194.44

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . Czech Republic

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 5 x LED/12.6W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 39.8"W x 79.1"H x 39.8"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 63W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dark Silver

COLOR . . . . . . . . . . . . . . . . . . . . . . . Bronze / Clear / Smoke Mix

Specifications

Description

The Ama Multi Light Pendant features a grouping
of oblong glass diffusers and globe shaped LED
light sources that evokes the image of a mussel
clutching a treasured pearl. The pendant's crystal
portions are crafted through a process developed
in-house by Bomma's skilled artisans in which
layers of heated glass are gradually melted into a
conical mold and then precisely cut into shape.
This process results in a rich texture and slight
irregularities and variations that indicate the
piece's unique craftsmanship. Includes Universal
driver dimmable with TRIAC, ELV and 0-10V
dimmers.Note: Requires additional ceiling
support for fixtures weighing over 50 lbs.

Shown in dark silver / bronze / clear / smoke mix

CLICK TO VIEW PRODUCT
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