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Milio Side Solar Bollard Light
By Zafferano America

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 117 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46.80

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/2.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 5.7"W x 13.8"H x 5.7"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Anthracite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Stylish and functional, the Milio Side Solar Bollard
Light is the perfect addition to a pathway or
garden. An integrated solar panel along the top
charges the fixture, with a daylight sensor that
allows the light to automatically turn on from
dusk until dawn. The light is directed out from
one side to target a path. The path light takes 6 to
8 hours to charge and runs for 16 to 18 hours.

Shown in anthracite
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Notes:
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