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Manette Freejack Pendant - Floor Model
By Visual Comfort Modern

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 378 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 63.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cable Length: 192"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/6W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5"W x 13.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . Satin Nickel / Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Smoke / White

Specifications

Description

Manette Freejack Pendant features simple
cylinder with a die-cast metal band connecting
separate upper and lower hand-blown glass
pieces, giving the impression of one continuous
body. LED light sources simultaneously light up
and down to evenly illuminate the glass while
contributing both direct and indirect
illumination. Includes 12 volt, 6 watt 3000K LED.
Ships with 16 feet of field cuttable suspension
cable and Freejack connector. Available in Satin
Nickel finish with Smoke/White glass. Note:
Freejack canopy required when used as a
monopoint, sold separately.

Shown in satin nickel / satin nickel / smoke / white
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