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Description

H/3J/L Series 104 Track Head is made from
formed metal construction and features a
minimalist profile. Finish available in White or
Black with a polycarbonate track adapter and
aiming screws in black or white to match track
finish. Yoke mounted. Easily re-lamped from the
front without the use of tools. 350 degree
horizontal rotation and 90 degree vertical aiming.
UL listed. 5 year product warranty. H, J, or L Track
System compatibility.Compatibility:L: WAC L
Series and Lightolier Lytespan 120 volt single
circuit track (Lightolier track by others) J: WAC J
Series single circuit track and Juno 120 volt single
circuit and two circuit track systemsH: WAC H
Series and Halo 120 volt single circuit line voltage
track system (Halo track by others)

Specifications

COLOR . . v ettt e e N/A
BODY FINISH . . . . . o o White
WATTAGE . . . . oo e s 8w
DIMMER . . . . . . Low Voltage Electronic
DIMENSIONS . . . . . . . . . 2.6"W X 4.6"H x 2.75"D
BULBINCLUDED . . . . . . . . .. .. ... ... 1x MR16/GU10/8W/120V LED
COUNTRYOFORIGIN . . . . oo oo e e e China

Technical Information

LAMPLIFE . . . . . 25000 hours
CENTERBEAMCBCP . . . . . . . . . . .. oot 900 candlepower
COLORRENDERING . . . . . . . o oo e e e 85 CRI
LAMP COLOR . .« v v v v vttt e s 3000K
LUMENS/WATT . . . . o oo s e e e 58.75
LUMINOUS FLUX . . . . . . oo oo e e 470 lumens

Shown in white
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