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Rubix 5 Ceiling Flush Mount
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 750 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46.88

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 86°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/16W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 5"H x 5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Graphite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Etched Glass

Specifications

Description

Rubix 5 Ceiling Flush Mount is made of die cast
aluminum available in a Brushed Aluminum,
Black, Bronze, Graphite or White finish with an
etched glass lens. 16 watts, 3000K, 90CRI, 750
lumens LED is included. 86 degree beam angle.
70,000 hour average lamp life. Universal voltage
input 120-277V with integral driver. 120 volt
dimmable to 15 percent with an electronic low
voltage dimmer, sold separately. 120-277 volt
dimmable to 10 percent with a 0-10 dimmer, sold
separately. 5 inch width x 5 inch height x 5 inch
depth. Energy Star rated. Title 24 compliant. ETL
listed. IP65 rated for wet locations.

Shown in graphite / etched glass
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